Wayland Road Bridge Repairs

1T-JN-2006 18

50+00 51+00 52400 53+00 Q\F\Z

LY
1 ‘\ \\
BEGIN CONST. PROJ. - E Voo END _CONST. PROJ.
D ENTR.
STA. 50+45.00 2 END FLD ENTR oFF 60.24° \‘ \ STA. 53+30.00
o BEGIN BRIDGE V2% 8- aoN— 5
TERESA JO FIRTH STA. 52402 B \ Lasime E= é
£x &
\sm@m\ 2 2
H H
= X
o ld:u H
el
EE
R
ZNSE
ISEIN I
QEQ o«
w
ENES
~EISEE
ISHNEL
PLADNG ¢ PAYTiG 5 s 2 -
LIMIT OF COLD PLANING, g
STA.50+45 N STRIPDNG EARTH PAD (TYP.) e, Sl S Q% £
BEG N STRIPDGG . ry STA.53+90 =0F
- GRAVEL TRy YRS TYPE 21 TERMINAL (TYP.) g = &
\ UTILITY YARD E 2 H
E =
KNOXVILLE CLINTON A., JR. & 5 i
UTILITIES CHERYL L. DRAPER & ®
BOARD =}
PROPOSED LAYOUT
LINITS To MATCH PROPOSED LAYOUT EROSION PREVENTION AND 5
EXISTING TRANSITIONS SEDIMENT CONTROL LEGEND 3
SYWBOL ITEN ST0, OwG. [ roAoway |
SAW CUT 1% DETAILS
SPECIAL_NOTEs SILT FENCE WITH WIRE
cosT TO BE INCLUOED BAIDE. TERVINAL ASSEMBLIES (TEM NO. T05-010L GUARDRAIL AT v Ec-sTR-3¢
T O oY ROROWA e e CEFAATIENT O TRASPORTATION (000T) STRNDARD RAWNGS i 3
WAY Al
ROADWAY TOP OF EXISTING MGS: APPLICABLE 0DOT SPECIFICATIONS.
I | ROADWAY TSt DRANINGS ARE TNCLUDED. IN THIS PLAN SET FOR REFERENCE i
s (SHEETS RS-RIL. El
OR OTHER GUARDRALL [NSTALLATIONS, SEE TDOT STO. OWGS. S-GR3I-L,
sl P et et e SN .
TACKCOAT (T.C.) ©DENOTES: ITEM NO. 705-0L01 &
(COST INCL.IN 411-0L10) MDENOTES: ITEM NO. 705-02.20 FIELD OR RESIDENTIAL @
TOP OF EXISTING ADENOTES: ITEM NO. 705-04.04
BRIDGE DECK 2 10° MIN. WIDTH
é COLD PLANING &
PAVEMENT TRANSITION DETAIL
SURFACE, ITEM NO. 411-01.10
3 _EXISTING GRowo BINDER (NOT [NCLUDED)
s - & BASE, ITEM NO. 303-01
NOTES: %,
1. ALL COST TO REWOVE EXISTING CUARORATL SHALL BE &, Py
INCLUDED IN ITEM NO 706-0 NOTEs :
CONTRACTOR TO COORDINATE
2. COLD PLANING WAY BE MORE OR LESS DEPENDING UPON
2 CROSS SLOPES OF THE ROADWAYS. HONEVER, 14° SAW CUT T R ANCE JuoNSTRUCTION U
i AT BEGINNING OF TRANS[TION SHALL BE MAINTAINED. EXISTING GROUND
3. [F_COLD PLANING UNCOVERS BASE STONE, MINERAL CUT SECTION FILL SECTION
AGGREGATE, TYPE A BASE, GRADING D MATERIAL SHALL BE
g ADDED [N A MINIMUM OF ONE 6° COMPACTED LIFT. AN TYPICAL SECTION
APPLICATION OF PRILE COAT SHALL BE PLACED BETWEEN PRIVATE DRIVE TO BUSINESS,
THE BASE STONE ANO ANY ASPHALT AT A RATE OF 0,35 FIELD, OR RESIDENTIAL PROPERTY APPROVED
GALssy.” AL COST T0 EXCAVATE BASE sgaz sTaLL
GRADING D MATERIAL. AND APPLY PRIME COAT SHALL BE
8 NOTE: DITCH TO BE CONSTRUCTED WHERE
8 TNGLUDED TN THE '8(D FOR OTWER (TEMS. D TS BE CONSTRUCTED ¥ 5 :issu .
H 4. SEE SECTION 906.04 FOR DETALLS OF BRIDGE DECK 24560l 17 |
y SEALANT AND MASTIC. EXISTING FIELD ENTRANCE TO BE OBLITERATED, SCARIFIED, CAAL
& GRADED TO DRAIN, TOPSOILED & SEEDED. SEE NOTE X SHEET 49
§ ON SHEET 4. FE .




